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RQG – C CTG
JIS B 0204

Whitworth 
DIN ISO 228-1

[IP 68 | 69K]

1 5020 052 212 13,0   1/4“  8,0 20,0 10,0 35,0 18 0,520 50
1 5020 052 209 13,0   3/8“ 10,0 20,0 10,0 35,0 18 0,500 50
1 5020 052 201 13,0 G 16   1/2“ 10,0 20,0 14,0 39,5 18 0,660 50
1 5020 052 210 15,8   3/8“ 12,5 23,0 10,0 37,0 21 0,640 50
1 5020 052 202 15,8 G 16   1/2“ 12,5 23,0 13,5 41,5 21 0,760 50
1 5020 052 203 21,2 G 16   1/2“ 16,0 29,5 13,0 44,5 27 1,140 50
1 5020 052 204 28,5 G 22   3/4“ 20,5 37,0 13,0 48,0 34 1,720 25
1 5020 052 205 34,5 G 28 1“ 25,5 44,0 16,0 52,0 40 2,280 25
1 5020 052 206 42,5 G 36 1 1/4“ 35,0 52,0 18,0 59,0 60 3,080 25
1 5020 052 211 54,5 1 1/2“ 39,0 63,5 16,5 55,5 60 4,400 10
1 5020 052 207 54,5 G 54 2“ 49,0 64,0 16,5 55,5 60 4,500 10

RQG – N NPT
ANSI/ASME B1.20.1

[IP 68 | 69K]

1 5020 056 201 10,0   1/4“  7,0 17,0  9,5 34,0 16 0,420 50
1 5020 056 202 13,0   1/4“ 10,0 20,0  9,5 37,0 18 0,560 50
1 5020 056 203 13,0   3/8“ 10,0 20,0  9,5 35,0 18 0,540 50
1 5020 056 204 15,8   3/8“ 12,5 23,0  9,5 36,5 21 0,600 50
1 5020 056 205 15,8   1/2“ 12,5 25,0 11,0 39,0 21 0,720 50
1 5020 056 206 21,2   1/2“ 15,5 29,5 13,0 44,0 27 1,140 50
1 5020 038 221 28,5   3/4“ 20,7 37,0 14,0 47,5 34 1,680 25
1 5020 038 227 34,5 1“ 25,7 44,0 16,0 52,0 40 2,200 25
1 5020 056 207 42,5 1 1/4“ 34,0 47,5 18,0 47,5 49 1,520 25
1 5020 056 208 42,5 1 1/2“ 36,5 52,0 18,0 55,5 49 3,500 25
1 5020 056 209 54,5 1 1/2“ 39,5 64,0 18,0 57,0 60 4,400 10
1 5020 056 210 54,5 2“ 48,5 64,0 21,0 60,0 60 4,500 10

RQG
Kunststoff-Schnellverschraubung
gerade
Außengewinde
hochdichtend 

EIGENSCHAFTEN
• beständig gegen Öl und Benzin
• weitgehend säure- und

lösungsmittelbeständig
• silikon-, cadmium- und halogenfrei

Plastic connector, quick-type
straight
outer thread
high-density

PROPERTIES
• resistant against oil and benzine
• widely resistant to acids

and solvents
• free of silicone, cadmium, halogen

S IP 68 | IP 69K
 - 40° C ... + 120° C

VIDEO

EN / IEC 61386-23

UL 1696 | CSA 22.2
UR file E86359

EN 45545-2 [HL 2]

ASTM E 162 | E 662  
SMP 800-C
RQG – N
CONDUIT FITTING 514D

Connectors FLEXAquick® 03
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